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JOCELYN BENSON, SECRETARYOF STATE

DEPARTMENT OF STATE
Lansnc

March 20,2023

NOTICE OF FILING

ADMINISTRATIVE RULES

To: Secretary of the Senate

Clerk of the House of Representatives
Joint Committee on Administrative Rules

Michigan Office of Administrative Hearings and Rules (Administrative Rule #22-063-LE)

Legislative Service Bureau (Secretary of State Filing #23-03-02)
Department of Labor and Economic Opportunity

In accordance with the requirements of Section 46 of Act No. 306 of the Public Acts of 1969,

being MCL 24.246,and paragraph 16 of Executive Order 1995-6,this is to advise you that the

Michigan Office of Administrative Hearings and Rules filed Administrative Rule#2022-063-LE

(Secreiaryof StateFiling #23-03-02)onthisdateat 12:20 P.M. fortheDepartmentofLaborand
Economit Opportunity entitled, "General lndustry Safety Standard Part23. Hydraulic Power

Presses".

These rules become effective immediately upon filing with the Secretary of State unless adopted

under section 33,44,or 45a(9) of the administrative procedures act of 1969,1969 PA 306, MCL

24.233,24.244, or 24.245a. Rules adopted under these sections become effective 7 days after

filing with the Secretary of State.

Sincerely,

Jocelyn Benson
Secretary ofState

/orl',^, ff"tW /c/(
Lashana Threlkeld, Departmental Supervisor
Office of the Great Seal

Enclosure

OFFICE OF THE GREAT SEAL
RICHARD H, AUSTIN BUILDING ' 1ST FLOOR ' 430 W. ALLEGAN ' LANSING, MICHIGAN 48918

1 -888-SOS-M ICH (1 -888-767 -64241
www. M ich ig a n. g ov/s o s
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GRETGHEN WHITMER
GOVERNOR

STATE OFMICHIGAN
DEPARTMENT OF LICENSING AND REGULATORY AFFAIRS

LANSING
MICHIGAN OFFICE OF ADMINISTRATIVE HEARINGS AND RULES

SUZANNE SONNEBORN
EXECUTIVE DIRECTOR

ORLENE HAWKS
DIRECTOR

Re:

March 20,2023

The Honorable Jocelyn Benson
Secretary of State
Office of the Great Seal

Richard H. Austin Building - 1't Floor
430 W. Allegan
Lansing, MI48909

Dear Secretary Benson

Administrative Rules - Michigan Office of Administrative Hearings and Rules

Administrative Rules # : 2022-63 LE

The Michigan Office of Administrative Hearings and Rules received administrative rules, dated

November 22,2022 for the Department of Labor and Economic Opportunity "General Industry
Safety and llealth Standard Part23. Hydraulic Power Presses". We are transmiffing these

rules io you pursuant to the requirements of Section 46 of Act No. 306 of the Public Acts of
1969, being MCL24.246, andparagraph 16 of Executive Order 1995-6.

Sincerely,

Michigan Office of Administrative Hearings and Rules

MICHTGAN OFFICE OF ADMINISTRATIVE HEARINGS AND RULES

611 W. OTTAWA. P.O. BOX 30695 . LANSING, MICHIGAN 48909-8195
MOAHR-Rules@Michigan. gov

o
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GRETCHEN WHITMER
GOVERNOR

STATE OF MICHIGAN

DEPARTMENT OF LICENSING AND REGULATORY AFFAIRS ORLENE HAWKS
DIRECTOR

CERTIFI NOF

I certi$r that I have examined the attached administrative rules, dated Novembet 22,

2022, in which the Department of Labor and Economic Opportunity proposes to modiff a

portion of the Michigan Administrative Code entitled "General Industry Safety and Health

Standard Part23. Hydraulic Power Presses" by:

r Amending R 408.12306, R 408.12310, R 408.12331, R 408.12341, R 408'12363,and

F.408.t2373.

The Legislative Service Bureau has approved the proposed rules as to form,

classification, and arrangement.

I approve the rules as to legality pursuant to the Administrative Procedures Act, MCL
24.201 et siq. and Executive Order No. 2019-6. In certiffing the rules as to legality, I have

determined that they are within the scope of the authority of the agency, do not violate

constitutional rights, and are in conformity with the requirements of the Administrative
Procedures Act.

Dated: January 3,2023

Michigan Office of Administrative Hearings and Rules

By: }nXA*, N' W^r--'--
Ashlee N. Lynn,
Attorney

MICHIGAN OFFICE OF ADMINISTRATIVE HEARINGS AND RULES

611 WEST OTTAWA STREET. LANSING, MICHIGAN 49809
MOAHR-Rules@michiqan.qov
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Kevin H. Studebaker, Director

CERTIFICATE OF APPROVAL

On behalf of the Legislative Service Bureau, and as required by section 45 of the

Administrative Procedures Act of 1969,1969 PA 306, MCL 24.245,I have examined the

proposed rules of the Department of Labor and Economic Opportunity dated November 22,

2}2z,amending R 408.12306, R 408.12310, R 408.12331,R 408.12341, R 408.12363, and R

408.12373 of the Department's rules entitled "General Industry Safety and Health Standard Part

23. Hydraulic Power Presses." I approve the rules as to form, classification, and arrangement.

Pursuant to section 44Q) of lhe Administrative Procedures Act of 1969, 1969 PA 306,

}y'rcL 24.244(2), these rules are being processed without a public hearing.

Dated: January 3,2023

LEGISLATIVE SERVICE BUREAU

By
Rachel M. Hughart,

Legal Counsel

Michigan Legislature
lZ4W.Allegan Street, 3'd Floor . P.O. Box 30036 . Lansing, MI48909-7536 . (517)373-9425 ' Fax: (517) 373-5642



GRETCHEN WHITMER
GOVERNOR

STATE oF MICHIGAN

DEPARTMENT OF LABOR AND ECONOMIC OPPORTUNITY
LANSING

SUSAN CORBIN
DIRECTOR

CERTIFICATE OF ADOPTION

By authority conferred on the director of the Michigan department of labor and

economic 6pportunity by sections 16 and 21 of the Michigan occupational safety
and health Ait, rclA- pA 154, MCL 408.1016 and 408.1 021, and Executive
Reorganization Order Nos. 1996-2, 2003-1, 20OB' 4, 201 1 -4, and 2019-3, MCL

445.2001, 445.201 1, 445.2025, 445.2030, and 1 25' 1 998.

R 408.12306, R 408.12310, R 408.12331, R 408.12341, R 408.12363, and R
408.12373 of the Michigan Administrative Code are amended'

Date: March 6,2023

Adopted by /r/rttu t)E bb-'-
Susan Corbin
Director
Department of Labor and Economic Opportunity

LEO is an equal opportunity employer/program.
Auxiliary aids, services and other reasonable accommodations are availabie upon request to individuals with disabilities'

105 WEST ALLEGAN STREET, LANSING, MICHIGAN 48933 . www.michigan.gov/leo . 517-241-6712
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DEPARTMENT OF LABOR AND ECONOMIC OPPORTLINITY

DIRECTOR'S OFFICE

GENERAL INDUSTRY SAFETY AND HEALTH STANDARD

Filed with the secretary of state on March 20,2023

These rules become effective immediately after filing with the secretary of state unless

adopted under section 33,44, or 45a(9) of the administrative procedures act of 1969,

1969 PA 306, MCL 24.233,24.244, or 24.245a. Rules adopted under these sections

become effective 7 days after filing with the secretary of state.

(By authority conferred on the director of the department of labor and economic

opportunity by sections 16 and 21 of the Michigan occupational safety and health act,l974
PA 1S+, MCL 408.1016 and 408.1021, and Executive Reorganization Order Nos. 1996-2,

2003-I,2008-4,201I-4, and2019-3, MCL 445.200I,445.201L,445.2025,445.2030, and

rzs.1998)

R 408.12306, R 408.12310, R 408.12331,R 408.12341, R 408.12363, and R 408.12373 of
the Michigan Administrative Code are amended, as follows:

PART 23. HYDRAULIC POWER PRESSES

GENERAL PROVISIONS

R 408.12306 Definitions; E.
Rule 2306. (1) "Ejector" means a device for removing work or material from between

dies.
(2) "Electronic-control device" means a device so designed and controlled that when

the operator's hand or another part of the body is within the point of operation, the press

"untrot 
be tripped, and if the hand or another part of the operator's body is inserted into

the point of operation area while the slide is descending, the device shall automatically

stop the slide. The device may employ active circuit elements such as vacuum tubes, gas

tubes, or semiconductor amplifiers, but not magnetic amplifiers, in conjunction with
passive circuit elements, such as transformers, inductors, capacitors, resistors or magnetic

device operating coils.

R 408.12310 Definitions; P.

Rule 2310. (1) "Pinch point" means any point, other than the point of operation, at

which it is possible for a part of the body to be injured by being caught between the

moving parts of the p.esJo. auxiliary equipment, between moving and stationary parts of
the press or auxiliary equipment, or between the material and moving parts of the press or

auxiliary equipment.

November 22,2022



2

(2) "Point of operation" means the area of the press where material is actually
positioned, and where work is being performed, during any process such as shearing,

punching, or forming.^ 
(3) "Point of operation device" means a press control or attachment that does any of the

following:
(a) Restrains the operator from inadvertently reaching into the point of operation.

ibj preventr no.rnul press operation if the operator's hands are inadvertently within the

point of operation.
(c) Automatically withdraws the operator's hands if they are inadvertently within the

point of operation as the dies close.
(4) "Preience sensing device" means a device designed, constructed, and arranged to

create a sensing field or area, and to deactivate the control of the press when an operator's

hand or other part of the body is within the field or area.

(5) "Press," as referred to in this part, means a powered machine, having a liquid energy

transfer media that actuates the slide motion toward and away from the bed surface,

where the slide is guided in a definite path by a frame or cylinder.
(6) "Primary opeiation" means a preliminary press operation applied to material to be

subsequently processed. Examples of primary operation include blanking, piercing, and

corner cutting.
(7) "Pull-out device" means a mechanism attached to the operator's hands or arms and

connected to the slide or upper die, and designed to withdraw the operator's hands from

the point of operation as the slide or upper die descends.

R 408.12331 Two-hand controls.
Rule 2331. (1) A 2-hand control shall require the application of both hands to operate

the press and shall require concurrent pressure on both controls until a point is reached in

the iownward stroke where the die opening is such that the operator cannot remove their

hands and place them within the point of operation. Removal of I or both hands, before

the closing portion of the cycle, shall either stop the slide or retum the slide to its starting

position.
(2) Two-hand controls for single-stroke operation, manufactured and installed on or

after August3L, lg7I, shall be designed to require release of all operator's hand controls

before a second stroke can be initiated.
(3) Controls for more than 1 operating station shall be designed to be activated and

deactivated in complete sets of i-hand controls per operating station, by means capable of
being supervised by the employer.
(a)-If ftot controi is provided, the selection method between hand and foot control shall

be separated from the stroking selector and shall be designed so that the selection may be

supervised by the emploYer.

iSl A 2-handcontrol is a mechanically, pneumatically, or electrically controlled system.

iO1 n 2-hand control shall be installed to prevent "bridging" controls, so that it can be

operated by 2 hands only.
(1 m a press operation requiring more than 1 operator, a set of 2-hand controls shall be

piouia"a ior.u.h operator. However, a foot control may be used with 2-hand controls if
ananged to operateioncurrently (otherwise, no cycle) and if the operator is not exposed

to the point of operation.
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(8) If each of the operating stations is provided with a lockout arrangement, provisions

shail be made to prevent an unintentional press cycle when all of the operating controls

are locked out.

R 408.12341 Presence sensing devices.
Rule 2341. (1) A presence sensing device shall be designed and installed so that when

the operator's irands or another part of the body disturbs the sensing field, the downward

travei of the slide is prevented or stopped. This device shall not be used as a tripping

means.
(2) Equipment shall be installed so that failure of light or photoelectric relay or other

energy source makes the press inoperative.
(3)-these devices shall not, in themselves, create a physical or organic hazard to the

operator.
(+; fn" safety distance (Ds) from the sensing field to the point of operation shall be

greater than the distance determined by the following formula:
Ds:63 inches/second X TS where:
Ds: minimum safety distance (inches); 63 inches/second: hand speed constant;

and
TS : stopping time of press measured when slide has completed approximately half

of the downward stroke.
(5) To protect all areas ofentry to the point ofoperation notprotected by the pr€sence

r"nring device, the partial enclosure shall be used and shall not create a pinch point or

shear hazard.

R408.12363 Ejecting stock and scrap.

Rule 2363. (f) Spring pads or rubber strippers, or equivalent means, shall be provided

where required on pun.hing or piercing dies to ensure that parts are stripped or knocked

out.
(2) Automatic ejection of stock and scrap should be considered during die design.

(3) The employer shall provide means for safely handling scrap from roll feed or_

random length siock operations. Scrap cutters used in conjunction with scrap handling

systems shall be safeguarded pursuant to table 2. Scrap recoil devices may be used

instead of scrap cutters.

R 408.12373 Inspection and maintenance records.

Rule 2373. The employer shall establish and follow a program of periodic and regular

inspections of presses toensure that all their parts, auxiliary equipment, and safeguards

u." in a safe operating condition and adjustment. The employer shall maintain records of
these inspections and of the maintenance work performed.
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